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AN INDICATION FROM A DEVICE IS 
RECEIVED THROUGH A NETWORK 



I 



IF IT IS DETERMINED FROM THE INDICATION 
THAT THE DEVICE IS IN A STATE IN WHICH A 
FIRST SYSTEM HAS NOT BEEN LOADED FOR 

THE DEVICE, THEN THE DEVICE IS 
INSTRUCTED THROUGH THE NETWORK TO 
LOAD THE FIRST SYSTEM 
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IF AN INDICATION THAT THE FIRST SYSTEM 
HAS BEEN LOADED IS RECEIVED THROUGH 
THE NETWORK FROM THE DEVICE, THEN IT 
IS INDICATED THROUGH A USER INTERFACE 
THAT THE DEVICE IS IN A STATE IN WHICH 
THE DEVICE IS AVAILABLE TO LOAD AN 
OPERATING SYSTEM SELECTABLE 
THROUGH THE USER INTERFACE 



Fig. 3 



IF AN OPERATING SYSTEM IS SELECTED, 

THEN THE DEVICE IS INSTRUCTED 
THROUGH THE NETWORK TO LOAD THE 
OPERATING SYSTEM 

1 

IF AN INDICATION THAT THE OPERATING 
SYSTEM HAS BEEN LOADED IS RECEIVED 

THROUGH THE NETWORK FROM THE 
DEVICE, THEN IT IS INDICATED THROUGH 
THE USER INTERFACE THAT THE DEVICE IS 
IN A STATE IN WHICH AN OPERATING 
SYSTEM HAS BEEN LOADED FOR THE 
DEVICE AND THE OPERATING SYSTEM THAT 
HAS BEEN LOADED FOR THE DEVICE 
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IF THE INDICATION THAT THE OPERATING 
SYSTEM HAS BEEN LOADED IS RECEIVED, 
THEN IT IS INDICATED THROUGH THE USER 
INTERFACE THAT THE DEVICE IS IN A STATE 
IN WHICH THE DEVICE IS AVAILABLE TO 
RETURN TO THE STATE IN WHICH AN 
OPERATING SYSTEM HAS NOT BEEN 
SELECTED FOR THE DEVICE 
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IF THERE IS AN INDICATION TO RETURN THE 
DEVICE TO THE STATE IN WHICH AN 
OPERATING SYSTEM HAS NOT BEEN 
SELECTED FOR THE DEVICE, THEN THE 
DEVICE IS INSTRUCTED THROUGH THE 
NETWORK TO LOAD THE FIRST SYSTEM 
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IF AN INDICATION THAT THE FIRST SYSTEM 
HAS BEEN LOADED IS RECEIVED THROUGH 
THE NETWORK FROM THE DEVICE, THEN IT 
IS INDICATED THROUGH THE USER 
INTERFACE THAT THE DEVICE IS IN THE 
STATE IN WHICH THE DEVICE IS AVAILABLE 
TO LOAD AN OPERATING SYSTEM 
SELECTABLE THROUGH THE USER 
INTERFACE 
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AN INDICATION IS SENT THROUGH A NETWORK TO 

A SERVER 
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IF A FIRST INSTRUCTION RESPONSIVE TO THE 
INDICATION IS RECEIVED THROUGH THE 
NETWORK FROM THE SERVER, THE FIRST 
INSTRUCTION TO LOAD A FIRST SYSTEM, THEN 
THE FIRST SYSTEM IS LOADED FROM THE SERVER 
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IF THE FIRST SYSTEM IS LOADED, THEN AN 
INDICATION THAT THE FIRST SYSTEM HAS BEEN 
LOADED IS SENT THROUGH THE NETWORK TO 

THE SERVER 
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IF A SECOND INSTRUCTION RESPONSIVE TO THE 
INDICATION THAT THE FIRST SYSTEM HAS BEEN 
LOADED IS RECEIVED THROUGH THE NETWORK 
FROM THE SERVER, THE SECOND INSTRUCTION 

TO LOAD AN OPERATING SYSTEM SELECTED 
FROM A USER INTERFACE, THEN THE OPERATING 
SYSTEM IS LOADED FROM THE SERVER 



IF THE OPERATING SYSTEM IS LOADED FROM THE 

SERVER, THEN AN INDICATION THAT THE 
OPERATING SYSTEM HAS BEEN LOADED IS SENT 
THROUGH THE NETWORK TO THE SERVER 
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Fig. 6 



IF A THIRD INSTRUCTION RESPONSIVE TO 
AN INDICATION TO RETURN THE DEVICE TO 
A STATE IN WHICH AN OPERATING SYSTEM 
HAS NOT BEEN SELECTED FOR THE DEVICE 
IS RECEIVED THROUGH THE NETWORK 
FROM THE SERVER, THE THIRD 
INSTRUCTION TO LOAD THE FIRST SYSTEM, 
THEN THE FIRST SYSTEM IS LOADED FROM 
THE SERVER 
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IF THE FIRST SYSTEM IS LOADED FROM THE 
SERVER, THEN AN INDICATION THAT THE 
FIRST SYSTEM HAS BEEN LOADED IS SENT 
THROUGH THE NETWORK TO THE SERVER 



Fig. 7 



